
TECHNICAL SPECIFICATION
HALL
(updated on May 2022)

DESCRIPTION HALL 1 / 2 HALL 1 & 2
Hall Dimension (L x W x H) 37.1m x 78.2m x (10m -12m) 74.2m x 78.2m x (10m - 12m)

Gross Floor Area 2,886m² 5,772m²

Floor Loading

66 Rigging Point - (6 x 11) 132 Riging Point - (12 x 11)

Loading Shu�er Door (W x H) 1 x (4.7m x 5m) 2 x (4.7m x 5m)

Backlane Shu�er Door (W x H) 1 x (6.1m x 3.4m) 2 x (6.1m x 3.4m)

Column Free

Loading Dock & Dimension (L x W x H) 1 x (17.9m x 8.7m x 9.7m) 2 x (17.9m x 8.7m x 9.7m)

Visitor Door (W x H) 3 x (1.8m x 2.4m) 6 x (1.8m x 2.4m)

Emergency Side Door (W x H)
Hall 1 : 2 x (1.8m x 2.4m)
              1 x (3.0m x 2.4m)

Hall 2 : 3 x (1.8m x 2.4m)

Ligh�ng : Led (16w 5300k)

Ambient Light 10 20

Floor Service: Trench 6 12

Trench Distance

Trench Size

Electricity: 32A TPN 10 20

Electricity: 100A TPN 2 4

Electricity: 200A TPN 3 6

Data UTP (K5E) 15 x 6 Data point 30 x 6 Data point

Water Inlet (25mm) : Trench T-Junc�on 5 10

Water Outlet (80mm) : Trench T-Junc�on 10 20

Hall Toilet : Male/Female Toilet

Foyer Toilet : Male/Female Toilet

Changing Room (L x W x H) 1 x (3.5m x 4.3m x 2.9m) 2 x (3.5m x 4.3m x 2.9m)

VIP Lounge / Suite 1 x (53m²) 2 x (53m²)

Toilet 

Registra�on Counter : Length 1 x (5.1m) 2 x (5.1m)

Registra�on  Counter : Terminal Spaces 4 8

Organiser Office : 1 x (24.8m²) 2 x (24.8m²)

Manager Desk 1 2

Work Sta�on 4 8

Foyer Dimension (L x W x H)

Foyer Entrance Door (W x H) 1 x (3m x 3m) 2 x (3m x 3m)

Foyer Electricity (32A TPN)

Disable Toilet

Baby Room

3

1

1

82m x 9.6m x 8.6m

Max 20pax / Room

Yes

Foyer Rigging

11 Rod

20 Kg/Rod

Banner Size (W x H) : 2.0m x 3.0m (Potrait)

Banner Size (W x H) : 3.5m x 2.0m (Landscape)

5 x (1.8m x 2.4m)
1 x (3.0m x 2.4m)

450 Lux

13.5m 

450mm x 450mm

Male - 4 Urinal & 4 Cubicle / Female - 7 Cubicle

Male - 20 Urinal & 12 Cubicle / Female  - 31 Cubicle

Yes

1 Tonne/m²

Rigging
Loading not exceeding 500kg /point


